PRODUCT DESCRIPTION
Bright Your Night Create Your Passion

HL16 Noctua
Max 520+ Lumens

PRODUCT FEATURES

ANSI/NEMAFL1
Output
Runtime

High

Medium

Low

Moon

Strobe

520
Lumens

200
Lumens

60
Lumens

5
Lumens

520
Lumens

80Hrs

/

1Hr 5mins

1Hr 40mins 4Hrs 50mins

Max Intensity

degrees adjustable head
✧ Magnetic tail can attach to any ironwork
✧ Smart battery indicator for charging and switch-on
✧ Magnetic charging port design, to charge conveniently
✧ Compatible with one 16340 battery or one CR123A battery
✧ With clip and head strap, easy to carry and free our hands
✧ TIR optic lens produces a smooth beam optimized your field of vision
✧ Over-charge, over-discharge and over-heat protection functions
✧ Reverse polarity protection prevents damage from improper battery
installation
✧ Aircraft-grade high strength aluminum AL-6061-T6 with premium
Type III military hard-anodized anti-abrasive finish

Protection Level

IP66

Impact Resistant

1.5m

Dimension
Net Weight

140m/153yds

22.5mm(Head Dia)*85.5mm(Length)/
0.89in(Hea Dia)*3.36in(Length)

ENTERING STROBE

51g/1.8oz(Including Clip,excluding battery)

Clip
Magnetic Tail

Magnetic Charging Port with
Power Indicator

FLASHLIGHT CHARGING
GREEN
Charging Completed

Backside

RED
Charging

Connect the USB port to a power
supply, then attach the charging
cable with the charging port.
It takes about 1Hr 30mins to fully
charge the light.
Note:CR123A is a lithium
manganese battery and cannot be
recharged!

POWER INDICATOR
Only with 16340 Li-ion battery, the indicator works as below:

failure or malfunction;
✧ Remove dust and grease from the light’s threads and O-rings in time,
and regularly clean the threads, springs and battery contacts;

Step 2：
Pass the strap of the double-hole
buckle through the single-hole buckle;

Step 3：
Fold the strap of the double-hole
buckle back;

Step 4：
Fasten the double-hole buckle to its
own strap;

✧ When storing the flashlight for long periods, fully charge the battery
and remove it from the flashlight then store the battery safely to avoid
leakage or short circuit;
✧ Before storing the flashlight, dry any rain, snow, or moisture off the light;
✧ Unscrew the tailcap of the flashlight or take out the battery to prevent
accidental activation during storage or transportation.

WARNING
! Keep out of reach of children;
! The brightness of this product is extremely high. Do not look
directly at the illuminator to avoid visual damage;
! Do not come into contact with corrosive substances,avoid getting
close to fire and prevent accidents.

Warranty Card
Dear Users,
Thank you very much for purchasing Brinyte product. Please store the
warranty card, value added card, and purchase proof, and provide
them to your merchant to claim the warranty. We will provide warranty
service in accordance with our warranty policy.

RED STAY: 40%~5%

Customer Name

RED FLASH: 5%~0%

Address

The head strap is made from high-elastic nylon, soft, breathable and
skin-friendly.

OPERATION INSTRUCTION
ON/OFF

Model No.

Step 5：

Store Name

Completed as the picture.

Address
Problem Description

When the light is on, click the switch to change the brightness
level in cycle：High-Med-Low-Moon

WARRANTY POLICY

MAINTENANCE

GREEN STAY: 100%~40%

HEAD STRAP

0~90 Degrees Rotatable Head

✧ Do not disassemble or modify the product, as this can result in product

Step 1：

-

CHANGE BRIGHTNESS LEVEL
Switch

Put the product into the silicone clip.
(Pay attention to the two ends of the
silicone clip to be consistent with the
groove of the product)

650

16340

Press and hold the switch to turn the light on;
Press and hold the switch to turn the light off.

HL16(with battery and clip), Head Strap with Silicone Mount,
Magnetic Charging Cable, User Manual.

MEMORY FUNCTION
The headlamp will automatically memorize the brightness level of
the lighting mode, each time it is turned on, it will be turned on at
the level when it is turned off.

+

PRODUCT PICTURE

TIR Optic Lens

HEAD STRAP INSTALLATION

BATTERY INSTALLATION

Notice:Stated data has been measured according to the international flashlight
test standards ANSI/NEMA FL1 using one Brinyte 16340 Li-ion battery (3.7V
650mAh) under laboratory conditions. The parameters are approximate and may
vary among flashlights, batteries, and environment.

Thank you for purchasing HL16 Noctua. Please read this
manual carefully before use and keep it for future reference!

In any state, double click into STROBE mode and click
again to get to the former brightness level.

Unscrew

Insulating film

INSIDE THE BOX

USER MANUAL

Unscrew the tail and remove the insulation film before the first use.

5000cd

Beam Distance

✧ 0~90

Frontside

FRIENDLY TIP

SPECIFICATIONS

BRINYTE HL16 Noctua is a multi-functional headlamp with CREE LED,
suitable for various scenes. It has 4 brightness levels to choose and
supports double-click strobe mode, magnetic charging port, easy to
charge. With the smart battery reminder for charging and battery
reverse connection function. The tail cover also has magnetic function,
can be attached to any ironwork. It's mini and light, can be assembled
on the head strap to free your hands. It is the right choice for outdoor
sports and home use.

Tel

Email

Serial No.

Purchase ate
Tel

1. 30-day free replacement: If your BRINYTE flashlight is defective in
material and/or workmanship under normal use within 30 days from the
date of purchase, we will replace or repair it with proof of purchase; If
the model is discontinued, we will replace it with a similar updated
model (all the shipping cost is afforded by seller);
2. 2-year free repairs: BRINYTE provides free warranty repair for 2
years (1 year warranty period for accessories) from the date of
purchase with proof of purchase. Except for consumables, such as
O-rings, lanyard, etc. (Buyer is in charge of the shipping cost for
sending back to seller, seller is in charge of the shipping cost for
returning);
3. Limited lifetime warranty: If repair is required beyond the warranty
period, Brinyte will not charge fees for labor costs associated with the
repair. The total repair fee is assessed according to the cost of the
replaced materials (Buyer is responsible for all the shipping costs);
4. Please first contact your local merchant for warranty claims for
prompter after-sales service. BRINYTE will provide service support to
the merchant. If you fail to get in touch with your local merchant, please
leave a message on our official website(www.brinyte.com).
Note:
1. Except the products and accessories listed above, other products or
free offers provided by brinyte are not covered within this warranty
policy. This warranty does not cover consumables or normal
wear-and-tear. It also does not apply to any products or parts which
have been subject to modification, misuse, abuse, accident, improper
maintenance, unauthorized repairs;
2. To make a warranty claim, please provide the proof of purchase; if it
can’t be offered, the warranty period will be calculated from the factory
delivery time;
3. Brinyte Technology Co., Ltd. reserves the final right to interpret and
modify this policy.

